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DIRECT FIRED AIR HEATERS

Hamworthy Peabody Combustion air
heaters have been providing process
industries with a source of dependable,
economical and environmentally
clean process heat for more than 
50 years. Each air heater is custom
designed to individual requirements
and can be supplied as an individual
component or as a complete system.

Wherever heated 
air is needed

Efficient Hamworthy Peabody air
heaters are used in a wide variety of
process industries including paper
mills, refineries, starch and cement
plants, chemical and pharmaceutical
processes, and the food industry.
They are employed for start-up heating,
spray drying, liquor concentration,
rotary drying, catalyst regeneration,

pulverized coal drying, fluidized bed
drying and start-up, acid concentration,
catalytic cracking processing, and
many other applications. 

To meet your process 
requirements

Hamworthy Peabody Combustion
manufactures several types of direct-
fired air heaters. Selection depends
on process requirements such as
throughput, temperature, materials
being handled, and response to
changing process and fuel needs.
Less commonly used indirect-fired 
air heaters are available when contact
with products of combustion must 
be avoided. Used primarily in the
food and pharmaceutical industries,
indirect-fired units feature air-to-air
heat exchangers.

There’s a Hamworthy
Peabody air heater 
for the job

Double shell air heaters with single or
double air inlets are most commonly
used for conventional applications
such as rotary and spray drying. They
provide better flame control and
respond quickly when outlet tempera-
tures need to be changed. In addition,
the units are able to maintain lower
outlet temperatures. In the single-
inlet design the air flow is split into
combustion and quench streams.
Quench air cools the outer shell and
makes material selection less critical.
At high heat output, double-inlet units
may be more economical to operate
because of quench air fan efficiencies. 

Pressurized designs are required for
many processes and are fabricated to
meet ASME and other codes. Reverse-
flow air heaters offer higher thermal
efficiencies. Countercurrent air flow
through the unit preheats combustion
air and also provides furnace cooling.
They can be designed to accommodate
hot erosive and corrosive recycle gases.

Single-shell air heaters often are less
expensive to construct and provide
higher and more uniform temperatures.
However, they require additional
refractory to keep skin temperatures
within OSHA requirements.

PROVEN COMBUSTION SOLUTIONS

Cutaway view of basic air heater design shows combustion and quench air inlet and

diverter, position of oil gun and ignition equipment, single-shell design with refractory

lining, and heated air outlet. Air heaters can be installed in all positions including up-,

down- and horizontal-firing.
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Features & Benefits

• Complete line of balanced and 
pressurized, single and double 
wall, straight and reverse flow,
direct- fired air heaters.

• Range of capacities from 5 to 
200 MM BTU/hr standard models
plus special designs such as coal-
fired, high temperature tandem
design, indirect-fired, and special 
construction materials.

• High efficiency, low NOx and 
low excess air designs are 
available.

• Complete systems include air 
heater, burners, ignitors, flame 
detectors, fuel handling equip-
ment, FD and quench fans, and 
burner management.

• Equipment is designed to meet 
local and insurance codes including 
IRI and NFPA standards and all 
pressurized units conform to ASME 
specifications.

• Air heaters are available to burn
almost any fuel or combination 
of fuels.
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Typical Specifications of Air Heaters

Heat Output Airflow Diameter Length

(MM BTU/hr) (SCFH) (feet-inches) (feet-inches)

5 70,000 4-0 9-0

25 350,000 6-1 16-0

50 700,000 7-5 18-2

100 1,400,000 8-11 22-10

150 2,100,000 10-1 26-3

200 2,800,000 11-0 28-2

Hamworthy Peabody Combustion makes 14 standard direct-fired air heaters ranging 

from 5 to 200 MM BTU/hr and many special designs, here are some typical specifications.

A Heater For Every Purpose
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Here are the eight basic direct-fired 

air heater designs. Each design is 

available in a wide variety of sizes, 

materials, choice of ancillary equip-

ment, and special features. For help 

in selecting the optimum air heater 

for your application, contact 

Hamworthy Peabody Combustion.




